
07 08www.inoxproducts.com
Sacramento CA, USA

HOW TO ORDER MORTISE LOCK

To order, please describe the additional requirements in the same sequence as below. Please see Price Book for additional 
parts or service upcharges.

HOW TO ORDER
PD8000 Mortise Locks for Sliding Doors

Function Backset Cylinder Thumbturn Indicator Finish

PD8350 A -S6 -GR02 -32D

1 2 3 4 5 6

BACKSET

Backset Blank = 2-3/4" Backset A = 2-1/2" Backset B = 2”

2

FUNCTION

8010 Passage 

8215 Passage with dust-proof strike  

8340 Privacy 

8350 Entry  

8360 Patio 

Special Order Finishes subject to minimum order quantity, extended lead-time and upcharge. 
Contact Sales Department for details. 

To order PD8000 Mortise Locks with Surface Pulls 
for sliding doors, order lockcase [backset / cylinder / 
thumbturn]. 
Surface Pull will need to be ordered as a separate line item, 
either bolt-thru single pull or back-to-back double pulls. 
Example: PHIX30108-BTB-32D

PD8350A-S6-GR04-32D         

FINISH6

Standard: 

-32D -C19G -C19 -CGY -CBD

-32 -PVD4 19G
PVD4 finish available for PHIX330.512.8 Surface Pull 

CYLINDER AND HOUSING (includes collar)

LC = Less Cylinder 

Blank = Standard Mortise 1-1/4" Cylinder 

-S6 = Small Format Interchangeable Cylinder (SFIC) Housing 1-1/4", 6-Pin, Less Core, L Clover Cam
-S7 = Small Format Interchangeable Cylinder (SFIC) Housing 1-3/8", 7-Pin, Less Core, L Clover Cam
-L6 = Large Format Interchangeable Cylinder (LFIC) Housing 1-1/2", 6-Pin, Less Core, L Clover Cam

Order IC Cores and Thick Door Kits (TDKs) separately 

3

INDICATOR

Blank = Without Indicator
-W     = With Indicator

5
GR02
GT02
GS02
SR02

THUMBTURN4

Only GT and GS rosettes are compatible with 
thumbturn indicator

GR04
GT04
GS04
SR04

Blank = GR07
GT07
GS07
SR07

See page 11 for detailed thumbturn option designs

PD8115 passage function is not compatilbe with 
thumbturn and cylinder
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HOW TO ORDER MORTISE LOCK

To order, please describe the additional requirements in the same sequence as below. Please see Price Book for additional 
parts or service upcharges.

NOTE: PD8115 and PD8450 Locks are not suitable for FH22CF and FH23CF Trim, PD8450 is not suitable for FH27SL

Flush Pull Function Backset Thumbturn Finish

FH27 PD8450 A -32D

1 2 3 4 5

BACKSET

Backset Blank = 2-3/4" Backset A = 2-1/2" Backset B = 2” 

3

FINISH5

FUNCTION

8010 Passage 

8115 Passage with dust-proof strike 

8440 Privacy 

8450 Entry  

8460 Patio 

FLUSH PULL

FH17 FH27 FH27SL FH29 FH31 FH32

FH22 FH23 FH22CF FH23CF

THUMBTURN

Blank = Privacy with TT08
             (FH22 and FH23 are only available with TT08,

FH22CF and FH23CF feature a unique TT06 turn 
and are not available with TT08 or TT09)

TT09= Privacy with TT09 
           (FH17,FH27SL are only available with TT09)

4

FH17 FH27 FH27SL FH29 FH31 FH32 FH22 FH23 FH22CF FH23CF

Standard -32D √ √ √ √ √ √ √ √ √ √

-32 √ √ √ √ √ √ √ √ √ √

-10B √ √ √ √ √ √ √ √ √ √

-4 √ √ √ √ √ √ √ √ √ √

-19G √ √ √ √ √

-15 √ √ √ √ √ √ √

-26D √ √ √ √ √ √ √ √ √

-26 √ √ √

-38 √ √ √ √ √ √ √ √ √

-14 √ √ √ √ √ √

-3 √ √

Special Order Finishes subject to minimum order quantity, extended lead-time and upcharge. 
Contact Sales Department for details. 

HOW TO ORDER
PD8000 Mortise Locks with Flush Pulls for Pocket Doors


